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Система обозначенийГабаритные  размеры  D (мм)  x  L (мм) 

мкФ/В 6.3 10 16 25 35 50 63 100 160
0.47 5х11 5х11

1 5х11 5х11

2.2 5х11 6.3х11

3.3 5х11 5х11 6.3х11 10х16

4.7 5x11 5х11 6.3х11 6.3х11 10х16

10 5х11 5х11 5х11 6.3х11 6.3х11 8х12 13х20

22 5х11 5х11 6.3х11 6.3х11 8х12 8х12 10х16 13х25

33 5х11 5х11 5х11 6.3х11 8х12 8х12 10х13 13х20 16х25

47 5х11 5х11 6.3х11 6.3х11 8х12 10х13 10х16 13х20 16х35

100 6.3х11 6.3х11 8х12 8х12 10х16 10х20 13х20 16х25 19х35

220 8х12 8х12 10х13 10х16 13х20 13х25 16х25 19х35

330 8х12 10х16 10х16 13х20 13х20 16х25 16х30

470 10х13 10х16 10х20 13х20 13х25 16х30 19х35

1000 10х20 13х20 16х25 16х25 16х30

2200 13х25 16х25 16х30 19х35

3300 16х25 16х30 19х35

4700 16х30 19х35

6800 19х35

L 20 5
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габаритные РАЗМЕРЫ

ТЕХНИЧЕСКИЕ  ХАРАКТЕРИСТИКИ

Диапазон  напряжений, В 6.3 - 160
Диапазон рабочих температур,°С -40…+85

Ток утечки, I
I < 0.03 x C x V +3 мкА 

С - емкость, мкФ 
V - раб. напряжение, В

Тангенс угла потерь, (tan δ) 120 Гц, 
25°С 0.09…0.28

D, мм 5 6.3 8 10 13 16

F, мм 2.0 2.5 3.5 5.0 7.5

d, мм 0.5 0.6 0.8

1. Тип: электролитические алюминиевые неполярные 
  конденсаторы типа К50-6 неполярные

2. Номинальная емкость, мкФ
3. Рабочее напряжение, В

1 2                3
К50-6 непол. 33 мкФ 25 В  (имп.)

ТЕХНИЧЕСКИЕ  ХАРАКТЕРИСТИКИ

Диапазон напряжений 10 В – 100 В 160 В – 450 В

Температурный диапазон -40°С…+105°С -25°С…+105°С

Ток утечки, I
I≤0,02 x C x V, где 
С – емкость, мкФ

V – раб. напряжение

Система обозначений

1                 2 3                 4 5

50-35 68 мкФ 400  В 105 гр.× Серия LKP Электролит.конд.

1. Тип: электролитические алюминиевые конденсаторы типа К50-35
2. Номинальная емкость, мкФ
3. Рабочее напряжение, В
4. Температурный диапазон, °C
5. Серия: LKP

 TERMINAL TYPE
P.C.B. TERMINAL (SNAP IN)
SYMBOL:W(22~35)

Location of P.C.B. holes

P.C.B. TERMINAL
SYMBOL:V(25~35)

(35)
A.B. blank terminals

(25)

LUG TERMINAL
SYMBOL:G(22~35)

(30)

• Three kinds of terminal are available for your use.

• Withstanding 2000 hours application of high ripple current at 85oC.

Item

Operation Temperature Range

Rated Working Voltage

Capacitance Tolerance (120Hz 20oC)

Leakage Current 
                                             (20oC)

Surge Voltage
                                             (20oC)

Dissipation Factor (tan )
                                  (120Hz 20oC)

Low Temperature Stability

Load Life

Characteristic

±20%(M)

450W.V.

500S.V.

Rated Voltage (V)

tan 

Rated Voltage (V)

-40oC / +20oC

-25oC / +20oC

After 2000 hours application of W.V. at +85oC, the capacitor shall meet the following limits. 

Capacitance Change

Dissipation Factor

Leakage current

At +85oC no voltage application after 1000 hours, the capacitor shall meet the limits for load life characteris-
tics. (with voltage treatment)

±20% of initial value

150% of initial specified value

initial specified value

Impedance ratio at 120Hz

 SPECIFICATION

LP Series Snap-in Terminal Type, Standard

Shelf Life

LARGE CAN TYPE

-25 ~ +85oC

160 ~ 450VDC

I 0.03CV or 3 ( mA )      *Whichever is smaller after 5 minutes

I : Leakage Current( µA)    C : Rated Capacitance( µF)     V : Working Voltage(V)
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 RIPPLE CURRENT COEFFICIENTS
Temperature(oC)
Multiplier 1.55 1.30 1.20

45 7060

60
Multiplier

120 10k

0.90 1.00 1.05 1.10

1kFrequency(Hz)
W.V.

10~35V
0.90 1.00 1.15 1.2050~100V
0.80 1.00 1.35 1.45160~250V
0.90 1.00 1.30 1.40350~450V

1.00
85

100k

1.10
1.20
1.50
1.45

D
P 8 10 10 14

22 25 30 35

HF           HP

мкФ/D,  
мм

250 В 400 В 450 В
22 25 30 35 22 25 30 35 22 25 30 35

47 25 30 25

56 30 25 30 25

68 30 25 25 35 30 25

82 35 25 25 35 30 25

100 25 35 30 25 40 30 30

150 25 25 25 45 35 30 50 40 35

220 35 30 25 45 40 30 45 35

330 40 35 30 25 50 40 45

470 45 35 30 45 55

560 50 40 30 50 60

680 45 35 55

820 50 40 60

1000 45

1200 50

мкФ/D, мм 16 В 25 В 50 В
22 25 30 35 22 25 30 35 22 25 30 35

1500 30 25

2200 25 30 25 25

3300 25 25 25 35 30 25

4700 30 25 30 25 25 45 40 30 25

6800 30 25 25 30 25 25 50 30 30

8200 30 35 30 25 45 35

10000 35 30 25 40 35 30 25 40

12000 35 30 25 45 40 30 25 45

15000 50 40 35 30 45 35 30 50

18000 50 45 35 30 50 40 30

22000 50 40 30 45 35

27000 50 45 35 45

33000 45 35 50

39000 50 40

47000 45

56000 50

68000

www.fotorele.net minsk17@tut.by

радиодетали электронные компоненты со склада и под заказ

ЭЛЕКТРОЛИТИЧЕСКИЕ КОНДЕНСАТОРЫ аналоги  K50-6 неполярные

ЭЛЕКТРОЛИТИЧЕСКИЕ КОНДЕНСАТОРЫ серии LKP




